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1. Preamble 

1.1 Legal note  
 

Regarding the intended use and other legal aspects see the corresponding section of 
the user manual.   

1.2 Type plate  
 

For the purpose of exact information, the name and serial number of this model can 
be found on a type label in the battery compartment of the gauge casing. The type 
label of the probe is attached to the connecting side of the probe. It is covered while 
the probe is inserted. 
 
Please take a note of this information to have it at hand in case of questions or when 
ordering spare parts. 

1.3 Version number 

You can find the version numbers of the firmware installed on your CarCheck gauge 
by accessing the menu Setup Ÿ System Info. 

The version numbers of the CarCheck software and additional system components 
can be found under About Ÿ About. 

Please take a note of this information to have it at hand in case of questions. 

1.4 Other Sources of Information 

 

For information and tips regarding the use of the Windows operating system and 
Windows applications, refer to your Windows manual and the Windows online help.. 
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2. How to create a report 
 

F Run the CarCheck System PLUS documentation software.  

 

The main window of the software opens.  
 

 

 
 
 
An empty window opens for entering vehicle, 
owner and expert information. 
 

 

 

 

 
 

 

F 
Enter all data relevant for testing. Click ñEdit componentsñ. The window 
ñSelect componentsñ opens. 

 

F In the toolbar, click ñNewñ.  
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F Select the components you are interested in and click Ă>>>ñ. 

 

 
 

The selected testing areas are listed on the right hand side of the window. 
 

F 
Click ñApplyñ when all testing areas required appeared in the right window in 
the correct order. 

 

The main window showing the job data reappears in the foreground. 
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3. How to transmit a job to the gauge 
 

! Initial situation: you have configured a new report as described in the previous 
section. 

 

  

 

 

F 
On your gauge, turn on the wireless interface. Make sure the the USB dongle 
and the computer are connected. Click ĂSearchñ 

 

The serial number of the device is displayed. 
 

 
 

F Click ñCreate jobsñ. 

 

The testing job is being transmitted to your gauge. 
 

F In your gauge, select the job and start measuring. 
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4. How to add testing areas to a job without PC 
 

First you have to turn on the gauge by pressing any button.  
 

F Activate the Main Menu (see fig. 1) by pressing the   button.  

 

 

 

 

 

 

 

 

F 
Activate the job, to which you want to add a testing area by entering the Main 
Menu (see fig. 1), selecting the menu item ñJobñ and pressing the       button. 
To access the Job Selection Menu (see fig. 2). 

 

 

 

 

 

 

 

 

F 
Use  with the      and        buttons to navigate through the jobs and select the 
job to which you wish to add a new testing area by pressing  

 
 
 
 
 
 
 
After activating the job you will automatically see the Launch Window displaying the 
currently active job, testing area and measurement number N. (see fig. 4). 
 
 
 

 

 

 

 

 

F 
Now either press the  or  button until you access the ĂComplete Jobñ 
window (see fig. 5). At this point you can complete the job or add a new 
testing area (called batches in the gauge). Then you can name the testing 
area/batch.  

Figure 1:  Main Menu of the CarCheck System PLUS gauge 

Figure 2: Job Selection Menu 

This allows for a 
new job to be 
created. 

Figure 4: Launch Window 

Main Menu                                                 1 
 
Job                                                        1 
Measuring Mode 

Job Selection                                              1 
 
New Job                                           1 
First Job 

Job Auswahl                                              1 
 
Neuer Job  
First Job                                              1 

Figue 3: Corresponding job selected 

JobName TestingAreaName#N 
 

NFe                                                ---µm 
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 Figure 5: ñComplete Jobñ window 

Complete Job?                                       1 
 
Complete 
<New Batch>                                     1 
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5. How to readout a job from the gauge  
 

F 
Click ñNewñ. A new window opens for entering the data of a new report. 

 

 
 

F 
Click ĂSearch. The gauge is being detected. It has to be switched on and the 
wireless interface has to be activated. 

 

 
 

F 
Now the serial numbers of any gauges detected appear in the selection list 
near the search button. Select a gauge. 

 

 
 

F 
Click ñRead out jobñ. The numbers of all the jobs in the gauge are being read 
out and listed in a dialogue window for selection. 
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F Select the job to read out and click ñAdd new measurementsñ and ñApplyò. 

 

 
 

F 
After successfully reading out the measurements, they will be listed in a table 
in the measurement data area where they can be edited. 
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6. How to create a grid to automatically place 
measurements? 

 

After reading out the measurements from the gauge (see section) you can place 
values automatically. Prior to using this feature, you need to determine a grid in 
which to position the values.  
The following image shows how to create a grid: 
 

F First, click ñReportñ then select ñGrid Displayñ view. 

 

 

 

 

 

 
 

F 
Select an image or add one. The selected image with the overlaying grid 
appears in the right hand side of the window. 

F 
Select a testing area on which you want to place measurements. For example 
ñEngine hoodò. 
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F 

Now you can select cells on the chosen testing area using the left mouse 
button. This selection corresponds to the location where a measurement will 
be placed. Using automated placing the order in which the measurements will 
be placed corresponds to the order in which you clicked the locations.  

 

 
 

 

 
  

F 
Wählen Sie einen Prüfbereich aus, auf dem Messwerte platziert werden 
sollen. Beispiel: ĂMotorhaubeñ. 

  

F Select the corresponding grid for each testing area.  
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You can automatically place measurements only for testing areas with preconfigured 
measuring grids. 
 
The following section explains how to place measurements: 

 

F 
If you have finished setting the gird you can save it and start the automated 
placing of measurements. 

  

F 
Open a report or create a new one. When creating a new one you will have to 
read out the measurements from the gauge. Access the ñImage viewò. 
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F 
From the list, select the image for which you created a grid in the ñGrid 
Displayñ view. 

  

Selection list for 
report images 
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F 
Now you can place the measurements automatically by clicking ñArrange 
measurementsñ. 

  

F This process may take several seconds. 
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7. How to create new testing areas  
 

Open a report or create a new one.  

 

 

 
 

 

 
 

F 
In the report view, click on ñEdit testing areasñ. A new selection window opens 
for allocating new testing areas to reports. 

  

F 
In the Testing area selection window, click ĂTesting area managementñ. The 
testing area management window opens. Here you can edit testing areas or 
add new ones. 
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F 

By clicking the plus icon you can add new testing areas. You can also edit old 
entries by clicking on the corresponding entry in the list. You can delete 
customized testing areas by selecting an entry and clicking the delete button 

.  
  

F After editing, you can close the window and save the changes. 
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8.  How to use customized images and photos as 
background image for measurements 

 

To set a background image for measurements (called report image) select a report 
from the selection list in the ñImage viewñ. 
 

 
 

There are two ways to add images from the selection list. One is using the ñGrid 
Displayñ view, the other is directly from the report while in ñImage viewò. In both cases 
the buttons ñAdd imagesñ are designated. By clicking the button, a standard selection 
window opens for selecting the image. The image will appear in the selection list of 
the report.   
  

Adding report 
image  

Selection list for 
report image 
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9. How to efficiently test several cars with a testing grid 
determined for that purpose? 

 

The solution to that problem is to create one report and copy it several times. Create 
a report as template that is valid for all cars.

 

 

 
 

 

 
  

F Select the template report from the report list. 

F 
Click ñCopyñ. A selection window appears for generating a new report number 
for the copied report or for extending the existing number (the extension 
follows the pattern: report number (extension number), e.i. 3 becomes 3(1)). 

F Now the generated or extended report appears in the report list. 

  

Copy 
report 

Report list 
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10. How to create a Word, Excel or PDF report 
 

To create a report with Word, Excel or as a PDF file, open the finished report. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

F 
In the menu, click ñFileñ then ñCreate reportñ. A report will be created. This 
process may take several seconds. A report window opens. 

F 
You can export or save the report in three different formats (Word, Excel, and 
PDF). Afterwards you can open the document with the corresponding software 
and edit or print it as required.  

 

Export reports to 
PDF, Word or Excel 






